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Dimensions - inches (mm)

Model Shortening Overall Size Net Shipping Info
No. Capacity Height Depth Width Weight

B-E20-20-2  [125 Ibs. per vat (63.7 liters)| 41.25" (1054mm) | 41°(1041mm) | 43" (1092.2 mm) 590 Ibs. (268.2 kgs) Q8 Factoy
: 5 » » F.O.B. Factory

B-E20-20-3 125 Ibs. per vat (63.7 liters)| 41.25” (1054mm) | 417(1041mm) | 64.5” (1638.3 mm) 810 Ibs. (368.2 kgs) San Antonio. Texas
. 5 » » F.O.B. Factory

B-E20-20-4  [125Ibs. per vat (63.7 liters)| 41.25” (1054mm) | 41"(1041mm) | 86" (2184.4 mm) 987 Ibs. (448.6 kgs) San Antonio, Texas
. 5 » ” F.O.B. Factory

B-E20-20-5  |125 Ibs. per vat (63.7 liters)| 41.25” (1054mm) [ 417(1041mm) | 107.5" (2730.5 mm) 1,267 Ibs. (575.9 kgs) San Antonio. Texas

B-E20-20-6 | 125 Ibs. per vat (63.7 liters)| 41.25 (1054mm) | 41°(1041mm) | 129" (3276.6 mm) 1,400 Ibs. (636.4 kgs) Q8 Factoy

Power Requirements:

ELECTRICAL RATINGS PER VAT

Model Voltage 60hz Phases/wires Amps
207 208 3/3w 56 per vat
(508 mm) 240 3/3w 48 per vat

ELECTRICAL REQUIREMENTS FOR CONTROLS
120V, 60 HZ, 1 phase, 8.5 amps.

Electrical cord is 8’ long and located on

RH side in rear. (control circuit)

Shortening
Capacity

125 Ibs.
(63.7

Notes:
PERFORMANCE SPECIFICATIONS
Determined in accordance with ASTM F1361-91
Standard Test Method for the performance of open
deep fat fryers:
Nominal Energy
Vat Size Input Rate
20” 20 (min. KW) min.
liters)

Due to continuing engineering development and improvements, specifications are subject to change without notice.
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